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s L[O \A N Indicator lights with colour cap Series 117 /119
Rotation-proof
Option: waterproof IP64 / IP67 / IP68

6.0 -

)y e o
SR
©
3D Step-file STE

Signalleuchten mit Farbkappen

Verdrehsicher

Option: wasserdicht IP64 / P67 / IP68 =
Voyants lumineux avec capuchon :
Anti-rotation

Option: étanche IP64 / IP67 / IP68

available on request m’ abgeflachte Seite = Kathode
flat side = cathode
coté plat = cathode 1174S11R1R30UB 119411G1G5TINB
Further specifications and options in section ,,F-H" / Weitere Spezifikationen und Optionen in Kapitel ,,F-H” / Autres spécifications et options au chapitre ,F-H"
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Litze
Fil multi-brins
@ 0.14mm?(AWG 26)
Standard 100 mm
Other lengths on request
Andere Langen auf Anfrage
Autres longueurs sur demande
Operating Temperature -30° to +85°C / Storage Temperature: -40° to +100°C different LED's of the SLOAN range can be built in
RoHS compliant / ** except surface option 9 (none RoHS)
Specifications are subject to change without notice - Anderungen die dem technischen Fortschritt dienen, sind vorbehalten - Réserve de modifications de toutes les données techniques
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